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Protecting life  
by providing safe 
access systems
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Go where you need to, 
safely with KATT Safety
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KATT Safety is a trusted provider of high-quality fall 
protection and access systems that protect life and 
enable safe work at height.

A team of access system and fall protection specialists. 
Our main focus is providing simple solutions that offer 
you permanent access and collective protection for 
rooftops and other working scenarios where falls could 
pose a  threat, to ensure the safety of all personnel when 
conducting work at height.

World-renowned brand  
in height safety

GOING BEYOND ACHIEVING COMPLIANCE
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Tailored to 
meet site 
requirements
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Our fixed ladders, guardrails and walkways are precision-engineered modular 
systems, so can be configured to meet the height safety needs of any commercial 
or industrial environment.

We are passionate about delivering a blend of products and service that goes 
beyond achieving compliance. We are focused on helping you, our customers 
effectively manage work at height risks in a way that protects the company and, 
most importantly, the people that work in, on and around your buildings.
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Brought to you by  
Modsafe

KATT Safety is the specialist height safety division 
of Modular Safety Systems, a leading manufacturer 
and supplier of modular solutions for construction, 
infrastructure and building maintenance projects in  
the UK and Europe.

Modular Safety Systems started over 25 years ago with 
providing handrail and barrier solutions to the construction 
and infrastructure sectors, throughout this period 
and going forward the company has been continually 
innovating and evolving its offering to meet the changing 
needs of contractors in these sectors.
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We excel in streamlining the process for getting your 
premises safe and compliant.

Our 5-step customer promise wheel guides your project 
from the concept stage through to completion.

Our customer 
promise

Our 3 uniques

Hands on experience 
and ‘Can do’ attitude

ON SITE & RIGHT
Our guarantee!

Easy to deal with
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34

5

You send us  
your drawing

Our experts work 
out what you need

We check you’re 
happy, until you get 

your next requirement!

ON SITE & RIGHT  
 – You’re covered, if we’ve 

incorrectly worked out what you 
need from your drawings, we’ll 

rectify at our cost. Your peace of 
mind is key! After a thumbs up from 

you, we’ll speed up your 
installation by delivering 

to site in either kit form or 
pre-assembled
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All of our KATT Safety products come with a 
10 year warranty for your peace of mind.

10 year 
warranty

Design and technical 
support
Our in-house design department 
can supply site specific drawings 
to ensure a smooth and accurate 
install of our access systems on 
your project.

Our technical team are also 
there to support you through 
your project, help answer your 
queries and identify solutions to 
your issues as well as providing 
advice on best practices from 
their many years of experience 
in dealing with the products.

10 YEAR
WARRANTY
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Example of available RAL colours:

Black Grey Green Blue

Powder coating 
service
Want your KATT Safety product in another colour? 
No problem – most of our products are able to be 
powder coated in any RAL colours. 

What is powder coating? Powder coating is a 
cutting-edge technique used to apply a protective 
and decorative finish to various metal surfaces. 
This method is particularly beneficial for handrails, 
providing enhanced durability, customisability, and 
safety features.

Take off from drawings 
service
Our team can help work out what you need, 
all you have to do is send over your drawing of 
your project/requirement – we’ll work out the 
best solution and return a quote!

OUR SERVICES
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Our  
Products
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Access Protect

–	 Angled Ladders

–	 Vertical Ladders

–	 Caged Ladders

–	 Vertical Line Ladders

–	 Ships Ladders

–	 Ladder Accessories

Fixed Access Ladders

Fixed Walkway Systems

Modular Access Systems

Skylight Covers

Roof Guardrail Systems

–	 Flat Skylight mesh

–	 Flat Walkway Systems

–	 Levelled Walkway Systems

–	 Top Mount Guardrail

–	 Side Mount Guardrail

–	 Metal Deck Mount Guardrail

–	 Stairs

–	 Step Overs

–	 Platforms

–	 Bespoke Structures & Suspended Walkways
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KATT Safety manufactures an extensive 
range of fixed roof access ladders tailored 
to meet site requirements. Our designs 
provide versatility that encompasses 
a wide array of building types, adhere 
to work at height regulations and 
are meticulously crafted to meet the 
standards outlined in BS 4211:2005 and  
BS EN ISO 14122-4:2016.

ACCESS

Fixed Access 
Ladders

10 YEAR
WARRANTY

Ladders

SCAN FOR MORE
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Rung ladders are a lightweight, high strength 
access solution designed to be customised on 
site to suit project specific requirements. 4

1

2

3

5

Front and rear t-slot  
attachment on stile

Reducing cage and bracket 

interference providing  

unlimited adjustability.

1

Adjustable height  
egress platform

For simple leveling and top  

rung compliance.

4

T-bolt

M10 T-bolt fastener providing 

rapid installation to minimise any 

drilling required.

2

Modular cage

Adjustable cage length with  

T-bolt attachment to ladder.

5

Modular landing

Supplied with BS EN 516:2006 

compliant mini mesh with ability  

to mount to concrete or  

metal cladding.

3

Ladder support landing

Prefabricated unit for  

simple installation.

6

Features & Benefits
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Angled Ladders
RL20 Series

RL21 
Angled Access Ladder with Grab Rails

Ideally suited to providing access between varying levels.

RL22 
Angled Access Ladder with Parapet Platform

Ideally suited to providing access between varying levels where there is 
a parapet wall.  

RL23 
Angled Access Ladder with Walkway

Ideally suited to accessing elevated areas where extra safety levels  
are required.

The 2.4m long walkway takes the user at least 2m away from the roof 
edge, where it is accepted that the worker is in a safe zone.

RL24 
Angled Access Ladder with Retractable Stiles

Ideally suited to providing access to elevated areas through a hatch  
or opening. 
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SCAN FOR MORE



20 Protecting life by providing permanent safe access systems

RL31 
Vertical access ladder with grabrails

Ideally suited to providing access between varying levels.

RL32 
Vertical access ladder with parapet platform

Ideally suited to providing access between varying levels where there is 
a parapet wall.   

RL33 
Vertical access ladder with walkway

Ideally suited to accessing elevated areas where extra safety levels  
are required.

The 2.4m long walkway takes the user at least 2m away from the roof 
edge, where it is accepted that the worker is in a safe zone.

RL34 
Vertical access ladder with retractable stiles

Ideally suited to providing access to elevated areas through a hatch  
or opening. 

Vertical Ladders
RL30 Series
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SCAN FOR MORE
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RL41 
Caged access ladder with grabrails

The perfect solution for application heights over 3m, where standards 
require fall protection.

RL42 
Caged access ladder with parapet platform

The perfect solution for application heights over 3m, where there is a 
parapet wall. 

RL43 
Caged access ladder with walkway

Ideally suited to accessing elevated areas over 3m high, where extra 
safety levels are required. 

The 2.4m-long walkway takes the user at least 2m away from the roof 
edge, where it is accepted that the worker is in a safe zone.

RL44 
Caged access ladder with retractable stiles

Ideally suited to providing access to elevated areas over 3m high, through a 
hatch or opening.

Caged Ladders
RL40 Series
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SCAN FOR MORE
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RL51 
Vertical Line Ladder with Grab Rails and 1m Landing

This modular vertical line fall arrest ladder with grab rails and 1m landing 
has a compact design which makes this ladder ideal when you’re tight 
for space and require access up high.

RL52 
Vertical Line Ladder with Parapet Platform

This modular vertical line fall arrest ladder with grab rails, parapet 
platform and 1m landing is a brilliant option when your building has a 
rooftop parapet.

RL53 
Vertical Line Ladder with Walkway

The 2.4m long walkway takes the user at least 2m away from the roof 
edge, where it is accepted that the worker is in a safe zone.

Vertical Line Ladders
RL50 Series
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SCAN FOR MORE
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RL71 
Modular Step Ladder with Grab Rails

The perfect ladder for fitting to the underside of a roof hatch.

RL72 
Modular Step Ladder with 400mm Platform

Designed to attach to the front face of a structure or platform. 

RL73 
Modular Step Ladder with 900mm Platform

Designed to attach to the top of a roof deck or a structure.

Ships Ladder Stepover
Compact, modular stepover formed from RL70 ladder and Modular Access 
System products.

Ships Ladders
RL70 Series
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SCAN FOR MORE
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Standard Fixing Bracket 

Depth of bracket Stand-off from wall

280mm 220mm

Gussetted Fixing Bracket

Depth of bracket Stand-off from wall

400mm 340mm

Ladder Accessories
Explore the range of accessories and extras suited to all ranges of the 
modular KATT ladders available.

Ladder Base Support Angle Set 

Description

Ladder base support angle set for fixing to metal roof sheet 
and concrete decks.

Ladder Bridging Plate

Width Depth

500mm 380mm

Landing Kit

Adjustable Landing Kit

Description

Adjustable landing kit to provide a level landing for side entry onto pitched roofs.

Length Depth

1000mm 600mm

Suspended Fixing Bracket

Depth of bracket Stand-off from wall

280mm 220mm

Landing Fixing Bracket

Depth of bracket Stand-off from wall

280mm 220mm

Ladder bridging checker plate for 
covering gap between top wrung and  
roof surface.
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Ladder Head Walkway Kit – AdjustableMidway Rest Platform

Depth Width

1200mm 2400mm

Width Length

600mm 2.4m

600mm 3.0m

Adjustable walkway kit to provide a level 
landing for side entry onto pitched roofs.

Length Depth

600mm 600mm

Lockable Ladder Door

Height

2400mm

Lockable ladder door fixes 
to the ladder body, and can 
be locked with a padlock, to 
prevent unauthorised use of 
the ladder.

Ladder Cage Gate

Width Depth

710mm 715mm

Ladder cage gate fixes to the 
bottom of the cage, and can be 
locked with a padlock, to prevent 
unauthorised use of the ladder.

Ladder Base Checker Plate

Load spreading checker plate 
base for use with built-up roofs.
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The upper surface of the top rung must be 
level with the landing platform.

5

The rungs in a ladder flight must be uniformly 
spaced between 225–300mm. The distance 
between the departure area and the lowest 
rung must not exceed the spacing between 
2 rungs.

7

300mm

Max. 
300mm

Top rung to landing. There shall be no gap, or 
maximum 75mm gap between the top rung 
and the landing platform.

No gap

6

Brackets must be fixed maximum 3m apart. 

Note – ensure there is a bracket connected 
to each ladder section.

8

M
ax. 3m

Ladder must be fixed at between 90°–75°.

1

Minimum of 50mm hand clearance on 
the sides of the ladder except where the 
brackets are attached to the ladder.

3

Min. 
50mm

Minimum 200mm clearance required 
between ladder to wall, and minimum 150mm 
clearance required between ladder and a 
discontinuous obstacle.

Min. 200mm

2

There must be a minimum of 200mm 
between the ladder and the wall. There must 
be minimum of 650mm clearance in front 
of the ladder and minimum of 650mm width 
clearance.

Min. 650mm

M
in. 20

0
m

m

M
in. 6

50
m

m

4

For ladders over 3m, fall protection must be 
provided. A cage is the preferred choice.

9

O
ver 3

m

The distance between cage hoops must not 
exceed 1.5m.

11

M
ax. 1.5m

M
ax. 1.5m

The lowest part of the cage must start at a 
height of between 2.2m and 3m above the 
departure area.

10

2.2–3m

The distance between cage straps must not 
exceed 300mm.

12

Max.
300mm

The clear distances within the hoops of the 
safety cage must be between 650mm and 
800mm. The distance from the rung to the 
safety cage must be between 650mm and 
800mm.

13

750mm

70
0

m
m

When the height is greater than 10m, a 
staggered flight ladder must be installed. The 
climbing height of the individual ladders must 
be 6m or less and an intermediate rest platform 
must be provided between each ladder.

15

O
ver 10

m

M
ax

. 6
m

M
ax

. 6
m

When the climbing height is 10m or less, one 
single flight ladder can be installed.

14

M
ax. 10

m

The distance between the landing platform 
and the handrail must be 1100mm, and the 
gap between the handrail and the knee-rail 
must not exceed 470mm.

16

11
0

0
m

m

Summary of 
Standards
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Material All components and accessories manufactured from high-grade 
structural aluminium with options for powder coating.

Dimensions •	 Overall ladder width – 605mm

•	 Distance between stiles – 525mm

•	 Rung diameter – 50 x 35mm (profiled)

•	 Rung spacing – 300mm

•	 Stile extension above landing surface –1100mm

•	 Minimum clearance behind ladder – 200mm (vertical position)

•	 Maximum distance between rest platforms – 6M

Characteristics •	 Modular Design

•	 Lightweight

•	 Strong & Durable

Quality  
Assurance

All KATT Climb components are manufactured by our ISO-9001 
certified partners. KATT safety recognises the importance of all 
products being consistent in quality and regularly inspects the 
production process to ensure best quality products are produced.

Weight •	 Ladder body sections – 2.9kg/M  
(excludes fixing brackets and fixings)

•	 Cage sections – 8.3kg/M

Working  
Load Limit

•	 Recommended for single person use – 150kg rated.

•	 Industrial rated, suited to high frequency usage.

•	 Support structure integrity, suitability and fixing method to be 
assessed and determined by an engineer unless it is clear to a 
competent person prior to installation.

Compliance KATT Ladder System is designed to comply with requirements of 
BS4211:2005 & BS EN ISO 14122-4:2016  and relevant statutory HSE 
guidelines.

Product  
Warranty

10 years from date of purchase subject to correct installation, use and 
maintenance, in accordance with manufacturer’s specifications and 
recommendations.

Inspection &  
Maintenance

Inspection and certification required every 12 months by competent 
person, in accordance with manufacturer’s specification and relevant 
HSE statutory guidelines.

Important  
Notes

Failure to supply and/or install proprietary product in accordance with 
above standards and codes, specifications and instructions, voids 
complete system certification and/or warranty.

Technical 
Specifications

10 YEAR
WARRANTY

Ladders
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KATT offers modular designed, fixed 
walkway systems that provide safe 
access routes for workers. Our rooftop 
walkway solutions are manufactured with 
safety and durability in mind, so that your 
personnel are protected from injury, and 
have clear demarcation routes available 
to them when conducting any work  
at height.

KATT Walkway systems are designed 
and tested to comply with requirements 
of BS EN 516:2006 and relevant statutory 
HSE guidelines.

ACCESS

Walkway  
Systems

10 YEAR
WARRANTY

W
alkway System

s

SCAN FOR MORE
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Features & Benefits

Lightweight guardrail and walkway providing high strength safe access 
and fall protection solutions for workers at heights.

Low profile

The guardrail and walkway has an unobtrusive appearance with the option of 
powder coating to blend in.

Lightweight construction

All guardrail and walkway components are manufactured from high strength 
aluminium, ensuring handling and installation is simple.

Minimal components

Reducing on-site labour and removing the need for any specialist tools or 
equipment with easy to use, minimal components.

Knurled walkway

The small grooves on the walkway allow a better grip, creating a non-slip surface 
to walk on.

1

3

2

4

4

1

2

3
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GW4 
Standard Walkway - Single Guardrail
Fixed aluminium walkway with a guardrail on one side for fall protection.

GW5 
Levelled Walkway - Single Guardrail
Fixed levelled aluminium walkway with a guardrail on one side for fall 
protection.

GW6 
Standard Walkway - Double Guardrail
Fixed aluminium walkway with a guardrail on both sides for fall 
protection.

GW7 
Levelled Walkway - Double Guardraill
Fixed levelled aluminium walkway with guardrail on both sides for fall 
protection.

GW8 
Standard Walkway

GW9 
Levelled Walkway
Fixed aluminium levelled walkway system commonly used on roofs with 
an angle greater than 3°.

Walkway Systems 
Fixed
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SCAN FOR MORE

GW9 
Stepped Walkway
For scenarios where walkway is inline with slope and greater than 20°. 
Guardrails optional.

Crossgrip 
Loose-lay Walkway
Non-penetrating flexible walkway mattingable to withstand winds  
upto 60mph!
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Roof Angle: 0 - 3 Degrees

If roof angle is between 0° - 3° the walkway can be 
the same angle as the roof.

Roof Angle: 3 - 12 Degrees

If roof angle is between 3° - 12° the walkway surface 
must be levelled to be compliant with British regulations.

Roof Angle: >12 - 20 Degrees

If roof angle is around 12° or greater the walkway 
surface must be levelled and a guardrail must be 
fitted to ensure safe access and to be compliant 
with British regulations.

Walkway across slope

Roof Angle: 0 - 10 Degrees

If roof angle is between 0° - 10° the walkway can be 
the same angle as the roof.

Roof Angle: >10 - 12 Degrees

If roof angle is between 10° - 12° the walkway surface 
can be same angle as roof but cleats are required.

Cleat Spacings:

Slopes 10° – 15° = every 450mm
Slopes 15° – 18° = every 400mm
Slopes 18° – 20° = every 350mm

Roof Angle: 12 - 20 Degrees

If roof angle is between 12° - 20° or greater the 
walkway is same angle as roof, cleats are required 
and guardrails on both sides to ensure safe access 
and to be compliant with British standards.

Walkway in-line with slope

Walkway 
Requirements
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Materials •	 	Walkway – mill finish, expanded aluminium grating

•	 	Roof battens – mill finish profiled aluminium

Dimensions •	 	Walkway grating length - 3000mm/6000mm
•	 	Walkway grating width - 600mm mounted 450mm below handrail 
•	 	Walkway grating thickness - 13mm
•	 	Support batten - 700mm(L) x 40mm(H)

Characteristics •	 Modular Design
•	 	High Strength Aluminium construction
•	 	Lightweight components
•	 	Multi-directional, non-slip walkway surface
•	 	Non-corrosive materials provide maintenance free protection

Qualirt  
Assurance

All KATT Walk components are manufactured by our ISO-9001 
certified partners. KATT Safety recognises the importance of all 
products being consistent in quality and regularly inspects the 
production process to ensure best quality products are produced.

Weight •	 	4.5 kg per linear metre (6.4kg per m²)
•	 Roof battens – mill finish profiled aluminium

Working  
Load Limit

Span (mm) Max load capacity Max deflection

500mm 4.8 kPa 2.5mm

670mm 2.5 kPa 3.2mm

700mm 1.8 kPa 3.5mm

Compliance •	 	KATT Walkway Systems are designed and tested to comply with 
requirements of BS EN ISO 14122-3:2016 and relevant statutory 
HSE guidelines.

•	 	Walkway surface has been tested and complies with BS EN 
516:2006.

Product  
Warranty

10 years from date of purchase subject to correct installation, use and 
maintenance in accordance with manufacturer’s specifications and 
recommendations.

Iinspection &  
Maintenance

•	 	Visual inspection for any damage or loose fixings must be done 
periodically and prior to use.

•	 	Basic wear and tear preventative maintenance is recommended, 
as per manufacturer’s specifications and recommendations.

Important  
Notes

Failure to supply and/or install proprietary product in accordance 
with above specifications and installation / usage guidelines voids 
complete system certification and/or warranty.

Technical 
Specifications
For Fixed Walkway Systems

10 YEAR
WARRANTY

W
alkway System

s
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KATT aluminium stair and platform 
systems provide secure access to roof 
decks, service platforms and other 
maintenance areas. Our Modular Access 
Systems range is manufactured from 
aluminium, meaning it is lightweight, 
durable and resistant to corrosion.

Designed in accordance with  
BS EN ISO 14122:2016.

ACCESS

Modular  
Access Systems

10 YEAR
WARRANTY

M
odular Access Sys

te
m

s

SCAN FOR MORE
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A proprietary modular system designed to allow on-site assembly and customisation to suit 
exact site parameters, reducing design and delivery lead time.

4

1

2

5

3

6

Load rating

Designed to BS EN ISO 14122:2016 with a working 

load limit of 2.5kPa.

Construction

Manufactured with lightweight aluminium 

components, ensuring corrosion resistance and 

aiding in a simple install.

Pre assembled

Supplied on-site as a flat-packed unit ensuring 

fast install times with less handling required than 

typical steel systems.

Adjustable components

Allows components to be installed with basic tools 

and can be adjusted to suit on-site requirements.

T-bolt

M10 T-bolt fastener providing rapid installation to 

minimise any drilling required.

Self supportable

Additional bracing and spreader trusses allow the 

system to  be self supporting where required.

1

4

2

5

3

6

Features & Benefits
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Stairs 
Aluminium stairway system

Platforms 
Aluminium access platforms

Stepovers 
Aluminium stepover with dual stairs

Walkways & Structures 
Purpose built access structures

Modular Access Systems 
Stairs & Platforms
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SCAN FOR MORE
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No. Description

1 Handrail Elbow

2 Kneerail Elbow

3 Handrail Tube

4 Kneerail Tube

5 Guardrail Post Side Mount

6 Stair Handrail Post

7 Stair Handrail Tube

8 Stair Kneerail Tube

9 Handrail End Cap

10 Kneerail End Cap

11 Modular Access 180 extrusion

12 Stair Tread

13 Stair Adjustable Foot

No. Description

14 Base Support Bracket 80mm

15 Modular Access 80 Extrusion

16 Support Brace

17 Top Support Bracket 80mm

18 Brace Support Bracket

19 Modular Access T-Bolt

20 Toe Board

21 Angle Bracket 80

22 Platform Mesh

23 Platform Cross Support

24 Stair Mount Bracket

25 Platform Mesh Edge Bar

1

2
3

4

1

2

7

6

8

9

10

13

11

12

22

23

21
20

18

17 16

15

14

25

24

5

19

Components
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Materials •	 	Manufactured from high grade structural aluminium
•	 	Modular Access fixing brackets, joining plates and support feet 

manufactured from profiled stainless steel plate powder coated 
burnt orange

•	 	Modular Access T-Bolt manufactured from stainless steel

Dimensions •	 	Modular Access 80 extrusion: 80 x 38mm
•	 	Modular Access 180 extrusion: 180 x 32mm
•	 	Platform support extrusion: 58 x 38mm
•	 	Stair tread: 250 x 40mm
•	 	Handrail post extrusion: 58 x 38mm
•	 	Aluminium expanded mesh: 600 x 13mm

Fixings •	 	Modular Access T-Bolt: M10 x 25
•	 	Tek screw: 12g stainless steel

Weight •	 	Modular Access 80 extrusion: 2.6kg/m
•	 	Modular Access 180 extrusion: 4.0kg/m
•	 	Modular Access platform deck  

(aluminium mesh only - 600mm wide): 4.2kg/m2
•	 	Modular Access stair tread: 3.9kg/m

Working Load  
Limit

•	 	Modular Access platforms are designed to BS EN ISO 14122:2016  
(Platform working load limit 2.5kPa)

•	 	Modular Access stairs are designed to BS EN ISO 14122:2016  
(Stair working load limit 2.5kPa)

Characteristics •	 	Modular Design
•	 	High Strength Aluminium construction 
•	 	Unique, self-locking Modular Access T-Bolt assembly
•	 	Lightweight components
•	 	Strong & Durable

Quality  
Assurance

All Modular Access components are manufactured by our ISO-
9001 certified partners. KATT Safety recognises the importance 
of all products being consistent in quality and regularly inspects the 
production process to ensure best quality products are produced.

Compliance KATT Modular Access Systems are designed and tested to comply 
with requirements of BS EN ISO 14122:2016 and relevant statutory  
HSE guidelines.

Product  
Warranty

10 years from date of purchase subject to correct installation, use  
and maintenance, in accordance with manufacturer’s specifications 
and recommendations.

Inspection & 
Maintenance

Inspection and certification required every 12 months by competent 
person, in accordance with manufacturer’s specification and relevant 
HSE statutory guidelines.

Imortant  
Notes

Failure to supply and/or install proprietary product in accordance with 
above standards and codes, specifications and instructions voids 
complete system certification and/or warranty.

Technical 
Specifications

10 YEAR
WARRANTY

M
odular Access Sys
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Skylight fall protection covers provide 
fall hazard protection for personnel 
working on rooftops with brittle skylights, 
rooflights and roof surfaces, without 
compromising light penetration. 

KATT Safety skylight mesh protectors 
are available in multiple configurations 
and sizes to keep you safe while working 
at height.

PROTECT

Skylight 
Covers

10 YEAR
WARRANTY

Skylight Covers

SCAN FOR MORE
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Lightweight construction

Fully constructed of high strength aluminium, the 

skylight protectors are lightweight (only 2.9kg/m2), 

and easy to handle and install.

Non-corrosive

Made of non-corrosive, maintenance free 

aluminium components.

Sizing options

Available in standard, custom or application suited 

models. In either flat, raised or framed.

1 2 3

Skylight protectors provide safety and protection from the hazard of falling 
through a skylight, without restricting light flow.

1

2

3

Features & Benefits
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Flat Skylight Mesh 
1250x3083mm

Flat skylight mesh covers are compliant with all relevant BS standards 
and HSE guidelines for working at height regulations.

Flat Skylight Mesh Fixing Kit
Fixing kit suitable for flat skylight mesh.

–	 Pack of 6
–	 Each clip rated to 350kg

Skylight 
Cover

Flat Skylight Mesh 
1250x2060mm

Flat skylight mesh covers are compliant with all relevant BS standards 
and HSE guidelines for working at height regulations.
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SCAN FOR MORE



48 Protecting life by providing permanent safe access systems

SCAN FOR MORE
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Materials All lattice material and frame supports are manufactured from high 
grade structural aluminium with options for powder coating.

Weight 2.9kg/m2

Fixings Pack of 6
Each clip rated to 350kg

Substructure  
Requirements

Support structure integrity, suitability and fixing method to be 
assessed and determined by a competent person prior to installation.

Rating Not designed to take trafficable loads: 200kg limit.

Compliance Designed to relevant BS standards and HSE guidelines.

Testing Tested to 500kg for 3 minutes utilising stainless steel clip and 
structural rivet.

Product  
Warranty

10 years from the date of purchase subject to correct installation. 
Use and maintenance to be in accordance with manufacturer’s 
specifications and recommendations. (This excludes wearing parts).

Inspection &  
Maintenance

Visual inspection for any damage or loose fixings must be done 
periodically and prior to use. No certified maintenance required. 
Basic wear/ tear preventative maintenance is recommended, as 
per manufacturer’s specifications and recommendations. (Refer 
instruction manual.)

Imortant  
Notes

Failure to supply and/or install proprietary product in accordance with 
above standards and codes, specifications and instructions voids 
complete system certificate and/or warranty. 

Technical 
Specifications

10 YEAR
WARRANTY

Skylight Covers
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KATT Safety’s range of modular, high 
strength aluminium roof guardrail systems 
are designed to provide collective edge 
protection around the perimeter of a 
flat roof for the safety of all personnel 
conducting work at height. Various 
configurations of guardrails available to 
suit your project, no matter the nature of 
the work.

KATT Guardrail systems are designed 
and tested to comply with requirements 
of BS EN ISO 14122-3:2016 and relevant 
statutory HSE guidelines.

PROTECT

Permanent 
Roof Guardrail 
Systems

10 YEAR
WARRANTY

G
uardrail System

s

SCAN FOR MORE
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Lightweight guardrail and walkway providing high strength safe access 
and fall protection solutions for workers at heights.

Low profile

The guardrail and walkway has an unobtrusive appearance with the option of powder 

coating to blend in.

Lightweight construction

All guardrail and walkway components are manufactured from high strength aluminium, 

ensuring handling and installation is simple.

Minimal components

Reducing on-site labour and removing the need for any specialist tools or equipment 

with easy to use, minimal components.

Pre-fabricated modular guardrail

The modular guardrail components and fixings allow for a fully adjustable system to fit 

varying applications and on-site requirements.

1

3 4

2

3

1

4

2

Features & Benefits
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GW1 
Top Mount Guardrail

Permanent guardrail to be bolted down to the top of a structure, ideal 
for building roofs or elevated platforms where there is space for a top 
fixed guardrail.

GW2 
Side Mount Guardrail

Permanent guardrail to be bolted down to the side of a structure, ideal 
for providing maximum protection for personnel working at height, 
such as building roofs or elevated plant platforms.

GW3 
Metal Deck Mount Guardrail

Designed for fixing to metal roofs, including R panel and standing seam 
systems. It can be fixed with self-sealing rivets to the metal deck, or with 
non-penetrating clamps to suit the standing seam profile.

Guardrail
Fixed
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SCAN FOR MORE

Guardrail height

Minimum height for guard railing 
is 1100mm from the roof surface.

If guardrail is more than 1100mm 
high, a third rail is required.

Guardrail on Sloping Roofs

If there is guardrail on the edge 
of the roof where the slope 
is 12° or greater, a third rail is 
recommended.

Guardrail on platforms

Guardrail is not required on a 
platform if the height to lower 
landing is less than 300mm and 
(W) is not more than 1000mm. 

If (W) is less than 1000mm then 
the guardrail height must be 
increased by 300mm.

If platform is higher than 
300mm, guard railing is required 
on the platform.

Guardrail on parapet

Height of guardrail must be min 
1100mm from main roof surface 
e.g. roof deck. (Unless box gutter 
is more than 1000mm wide - 
then height is measured from 
box gutter)

Guardrail Requirements
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KATT Guard  
Accessories
Range of accessories and extras available with all KATT Guard 
modular rooftop guardrail systems.

Roof Hatch Access and Guardrail System

Our roof hatch access and guardrail systems are the complete package to provide means of safe, reliable 
access to roof top areas and fall protection at the access point.

The modular design means these guardrails can be fitted to your project in no time, with items supplied in kit 
form ensuring your job is as easy as possible when fitting. 

Roof hatch Guardrails are available with standard mill colour rails or yellow powder coated rails from stock. 
Bespoke colours available on longer lead time.

Buffalo XPSF Polyester Resin

Cartridges available in 300ml or 410ml and include 
nozzle for application.

Recommend 1 cartridge per 2 hardware kits.

Roof Panel Mounting Kit

GR32 guardrail fastening kit for roof panel metal 
roof profiles. 

Corner Kit

The corner kit Includes (1) post kit, (1) toprail elbow, 
(1) midrail elbow, (1) brace and hardware.

Standing Seam Mounting Kit

GR32 guardrail non-penetrating clamp kit for 
standing seam roof profiles.

1 x kit required per post & corner kit.

Metal Roof Post Kit

Single guardrail post kit for GR32 guardrail for 
metal roofs.

Guardrail Toeboard Kits

Toeboard kits available for many of Sentry 
guardrail systems. 

Accessories for corners and returns available.

Wall Mount Bracket Kit

Post and wall mount bracket kit. 

Includes screws, end cap, handrail screws and 
kneerail screws.

Fixing Sets

Nylon anchors sets and resin anchor stud sets 
available for fixing brackets to block/brick  
surfaces. 

Toggle Bolt

Used to fix brackets to hollow walls / surfaces. 

300mm bolt shown - More sizes available.
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Materials •	 	Post Assemblies, Hand & Kneerails – Extruded high grade 
structural (6106/T6) aluminium with options for powder coating

•	 	Universal Elbows & End Caps – Die cast aluminium

Dimensions •	 	Handrail Component – 50mm diameter section mounted 
1000mm to 1100mm above floor surface

•	 	Kneerail Component – 40mm diameter section mounted 450mm 
below handrail 

•	 	Post Component – 60mm x 40mm RHS section, post length 
950mm to 1100mm above floor surface

•	 	Post Spacing – Max 2.0m intervals

Characteristics •	 Modular Design

•	 	High Strength Aluminium construction

•	 	Lightweight components

•	 	Strong & Durable

Quality  
Assurance

All KATT Guard components are manufactured by our ISO-9001 
certified partners. KATT Safety recognises the importance of all 
products being consistent in quality and regularly inspects the 
production process to ensure best quality products are produced.

Weight 2kg / m (approximate)

Working  
Load Limit

1200N applied horizontally mid span between posts of 2.0m spacing.

Compliance KATT Guardrail Systems are designed and tested to comply with 
requirements of BS EN ISO 14122-3:2016 and relevant statutory HSE 
guidelines.

Product  
Warranty

10 years from date of purchase subject to correct installation, use and 
maintenance, in accordance with manufacturer’s specifications and 
recommendations.

Inspection &  
Maintenance

Inspection and certification required every 12 months by competent 
person, in accordance with manufacturer’s specification and relevant 
HSE statutory guidelines.

Important  
Notes

Visual inspection for any damage or loose fixings must be done 
periodically and prior to use. No certified maintenance is required. 
Basic wear and tear preventative maintenance is recommended, 
as per manufacturer’s specifications and recommendations. (Refer 
instruction manual.)

Technical 
Specifications
For Guardrail Systems

10 YEAR
WARRANTY

G
uardrail System

s
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OUR PROJECTS

KATT Safety supplied modular ladders, 
fixed guardrails and skylight protectors for 
a significant project at Green Vale Linen 
Services in South Wales. These access and 
protection systems enhanced workplace 
safety by preventing accidental falls 
through skylights and off the edge of the 
building when maintenance duties  
were underway.

These systems were installed by one of 
KATT Safety approved installers at Green 
Vale Linen Services meaning they are fully 
compliant with safety regulations.

KATT Safety’s reliable and high-quality 
products are helping to create a safer 
working environment for everyone involved.

Products used for this project:

	 RL40 Series Ladders

	 GW3 Guardrail

	 Skylight Covers

Green Vale  
Linen Services – 
NHS Wales
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GOING BEYOND ACHIEVING COMPLIANCE

Photo Gallery
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VISIT KATTSAFETY.CO.UK

Modular Safety Systems Ltd
100-200, The Quadrant, Ash Ridge Road
Bradley Stoke, Bristol  BS32 4QA

Protecting life by providing permanent  
Safe Access Systems

Enhance the safety of 
your facility with our 
experts, eliminating 
unnecessary risks


